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Making Connections

   LAN  (Wired setup)  
Connect your TV to your network by connecting the LAN port on the back of your 
TV to an external modem or router using a LAN (Ethernet/Cat 5) cable. See the 
illustration below.

· We recommend using a modem or router that supports Dynamic Host 
Configuration Protocol (DHCP). Modems and routers that support DHCP 
automatically provide the IP address, subnet mask, gateway, and DNS, so you 
don’t have to enter them manually. Most home networks already have DHCP. 

   Wireless setup  
Connect your TV to your wireless network, you need a wireless router or modem. 
See the illustration below. 

· The TV’s built-in Wireless LAN Adapter supports the IEEE 802.11 ac/b/g/n 
communication protocols. We recommend using IEEE 802.11ac router. Low 
transfer rates for b/g/n may have the influence on the quality of streamed videos 
and other media.

Wireless router with DHCP

LAN Cable
Wireless LAN Adapter

built-in TV set

TV JACK

Modem CableLAN CableLAN Cable

External Modem

(ADSL / VDSL / Cable TV) 

IP Sharer (Router)

(with DHCP server) 

LAN
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Making Connections

 NOTES
You must use the built-in Wireless LAN Adapter to use a wireless network because 
the set doesn’t support external USB network adapter.

If the wireless router supports DHCP, your TV can connect more easily to the 
wireless network.

If you apply a security system other than the systems listed below, it will not work with 
the TV.

Security system : WPA, WEP, WPA2. 

In order to guarantee smooth network, the distance between router and TV should  
be less than 10 meters.

What is FreeviewPlus?
FreeviewPlus is a new television service delivered via broadband providing a state of 
the art Electronic Program Guide (EPG) and seamless access to catch-up TV across 
the free-to-air networks with the simple press of a button.

How does it work?
First ensure the TV is connected to internet and an antenna system. Then when you’re 

button on your remote to launch FreeviewPlus. More information about FreeviewPlus 
can be found on http://www.freeview.com.au/

 NOTE
FreeviewPlus service only available in Australia territories.
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Remote Control

Mute and restore sound

Display the Electronic 
Program Guide (DTV mode)

Display the channel 
list on the screen

Display the current 
program information

Exit the menu or exit 
the application

Channel (up/down)

Returns to the 
previous menu 

Power Standby button: 
Power on/ Standby

Volume (up/down)

Navigation buttons
(Up/Down/Left/Right)

Select a channel or input 
numbers 

Start Timeshift Display subtitles in the 
Live TV

Quick Setup 

the on-screen keyboard

Fast access to 
all applications

Source selecting button

Special function buttons

OK

BACK EXIT

INPUT

SubtitleT.shift

EPGCH.List

CH

Media content control 
function buttons

Enter the Live TV screen
Display the Home screen

Quick access buttons to 
apps

APP

Info

VOL

APP
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  Remote Control Operation Range

Remote Control

  Installing Batteries in the Remote Control

 NOTES
Product image is only for reference, actual product may vary in appearance.

Dispose of your batteries in a designated disposal area. Do not throw the batteries into fire.
Do not mix battery types or combine used batteries with new ones.

Remove depleted batteries immediately to prevent battery acid from leaking into 
the battery compartment.

If you do not intend to use the remote control for a long time, remove the batteries.

Batteries should not be exposed to excessive heat, such as sunshine, heat 
registers, or fire.

Battery chemicals can cause a rash. If the batteries leak, clean the battery 
compartment with a cloth. If chemicals touch your skin, wash immediately.

1. Slide the back cover to open the battery compartment of the remote control. 

2. Insert two AAA size batteries. Make sure to match the ( + ) and ( - ) ends of the 
batteries with the ( + ) and ( - ) ends indicated in the battery compartment.

3. Close the battery compartment cover.

1 Gently push and slide 3 Gently push and slide2 Insert the batteries

Disposal of this unit
Product should not be damaged, dismantled or thrown in municipal waste.
It should be packed and handed over to authorised re-cycler.

1. The remote control can work at a distance 
of up to 8 meters in front of the TV set. 

2. The remote control angle: taking the 
remote sensor as an apex, 6 meters 
away, its controlled horizontal angle is 
within ±30°, while the vertical angle is 
within ±15°.

3. The operating distance may vary 
depending on the brightness of the room.
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Turning the TV on for the First Time

Turning the TV on for the First Time

1. Connect the mains cable to the mains socket after you have completed all the 
connections.

2. The first time you turn the TV on, it will go straight into the Installation Guide. 
3. Press the [  /  / < / >]  to navigate the menu and change the settings. Press the [OK] 

button to confirm.

Language Select your desired language to be displayed on the menu.

Location Select the Country where you will operate the TV.

Time Zone Select the local time zone according to your region.

TV Usage
Select Home Mode or Store Mode. 
Home Mode uses less energy. 
Store Mode should only be selected by Retailers who plan to 
demonstrate the TV.

End User 
License 
Agreement

Accept EULA.
Help promote the TV user experience.

Network 
Connection

If your TV does not detect an Ethernet connection, then it will 
select Wireless automatically, select your network from the list 
that displays and move to the next screen.

Success Congratulations, you have finished the Wizard setup!
Press "Finish" to use your TV.
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Specifications

Features, appearance and specifications are subject to change without notice.
If you encountered difficulty when setting up your TV, we suggest you refer to the 
troubleshooting tips in the User Manual.

Item 50" 55" 65"

Dimension
(mm)

Without Stand
(W × H × D) 1118 × 655 × 82 1233 × 715 × 83 1452 × 837 × 85

With Stand
(W × H × D) 1118 × 694 × 249 1233 × 760 × 249 1452 × 875 × 310

Weight
(kg)

Without Stand 14.3 16.7 25

With Stand 14.6 17.0 25.3

Active Screen Size 
(Diagonal) 50 inches 55 inches 65 inches

Screen resolution 3840 × 2160 3840 × 2160 3840 × 2160

Audio power 10W + 10W 10W + 10W 15W + 15W

Power consumption Please refer to the rating label.

Power supply 100V - 240V  50Hz/60Hz

Standby Power 0.5W

Receiving 
systems

Analog PAL-D/K, B/G, I  SECAM-D/K, B/G, L/L’

Digital DVB-T/T2, DVB-C

Environmental conditions
Temperature: 5°C - 45°C
Humidity: 20% - 80% RH
Atmospheric pressure: 86 kPa - 106 kPa

Component Input
480 I / 60 Hz, 480 P / 60 Hz, 576 I /50 Hz, 576 P /50 Hz,  
720 P / 50 Hz, 720 P / 60 Hz, 1080 I / 50 Hz,  
1080 I / 60 Hz, 1080 P / 50 Hz, 1080 P / 60 Hz

HDMI Input

60 Hz (640×480, 800×600, 1024×768)
60 Hz (480 I, 480 P, 720 P, 1080 I, 1080 P)
50 Hz (576 I, 576 P, 720 P, 1080 I, 1080 P)
24 Hz 30 Hz (3840×2160 HDMI 3,4)
24 Hz 30 Hz 50 Hz 60 Hz (3840×2160 HDMI 1,2)

Made in China   


